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define a space between the coated face of the magnet 138 and the roof, so that the 
force of the magnet may more easily be decoupled from the metal of the roof. As 
noted by the dotted lines in FIG. 1A, the magnet assembly 126 extends slightly below 
the bottom level of the foot 110. 

Column 4, line 39, please modify this paragraph to read as follows: 
It will be understood by those skilled in the art that the advertising member 10 
of the present invention and its associated storing arrangements provide numerous 
advantages and improvement with respect to the prior art. For example, the unitary, 
enclosed construction of the sign member 10 and the curvature of the elongated signs 
106 provide a large message area, while significantly reducing wind resistance relative 
to prior art sign structures of a similar configuration. The integral, enclosed nature of 
the base 107 also contributes to the reduction of wind drag, while protecting the 
illuminating lamp assembly of 140 from moisture. The corner feet 110 further 
contribute to a reduction in wind drag, being integrally molded with the remainder of 
the body, while insuring that the advertising member 10 is capable of-being supported 
upon the roof of vehicles having a wide range of curvature across the roof. The 
particular construction of the magnet assembly 126, and the particular manner in 
which it is supported in the corresponding one of the feet 110 permits the advertising 
member 10 to be easily attached to and removed from a roof of a vehicle, again while 
insuring that the member 10 remains firmly attached to the roof of the vehicle during 
use. The particular selection of scratch-resistant coating *34 137 on the magnet 
assembly 126 protects both the magnet assembly and the vehicle roof during use. 


